


















































APPENDIX A to The Township at Colony Park TND Overlay District Ordinance 

Build-to-Line and Setback Schedule

08/07/01

FRONTAGE BUILD-TO-LINE SIDE YARD SETBACK REAR YARD SETBACK TYPICAL 
MINIMUM LOT 

WIDTH

TYPICAL 
MINIMUM LOT 

DEPTH

BUILDINGS FRONTING ON A RESIDENTIAL STREET

TND SINGLE FAMILY (Rear Loaded) Distance from the Build-to-Line to the Frontage 
property line shall be a minimum of 10' and a 

maximum of 25'
3' 6" and 10' from the property line 

opposite the 3' 6" side
18' or greater or 8' or less to rear lot 

line
25' 80'

See Appendix D Street Sections

TND SINGLE FAMILY (Side Loaded) Distance from the Build-to-Line to the Frontage 
property line shall be a minimum of 10' and a 

maximum of 25' 3' 6" and 15' on driveway side Minimum 15' to rear lot line 
50' 80'

See Appendix D Street Sections

TND RESIDENTIAL CONDOMINIUMS Distance from the Build-to Line to face-of-curb 
of the most dominant Street Edge shall be a 

minimum of 12'
NONE REQUIRED NONE REQUIRED NONE REQUIRED NONE REQUIRED

See Appendix D Street Sections

TND TOWNHOUSES Distance from the Build-to-Line to the Frontage 
property line shall be a minimum of 10' and a 

maximum of 25'
No sideyard required for attached internal 

units and 3' 6" at end units
18' or greater or 8' or less to rear lot 

line
18' 75'

See Appendix D Street Sections

TND LIVE/WORK Distance from the Build-to-Line to the Frontage 
property line shall be a minimum of 10' and a 

maximum of 25'
No sideyard required for attached internal 

units and 3' 6" at end units
18' or greater or 8' or less to rear lot 

line
16' 65'

See Appendix D Street Sections

BUILDINGS FRONTING ON A COMMERCIAL STREET

TND OFFICE Distance from the Build-to Line to face-of-curb 
of the most dominant Street Edge shall be a 

minimum of 15'
NONE REQUIRED NONE REQUIRED NONE REQUIRED NONE REQUIRED

See Appendix D Street Sections

TND RETAIL Distance from the Build-to Line to face-of-curb 
of the most dominant Street Edge shall be a 

minimum of 12'
NONE REQUIRED NONE REQUIRED NONE REQUIRED NONE REQUIRED

See Appendix D Street Sections

TND RESIDENTIAL CONDOMINIUMS Distance from the Build-to Line to face-of-curb 
of the most dominant Street Edge shall be a 

minimum of 12'
NONE REQUIRED NONE REQUIRED NONE REQUIRED NONE REQUIRED

See Appendix D Street Sections

TND TOWNHOUSES Distance from the Build-to Line to face-of-curb 
of the most dominant Street Edge shall be a 

minimum of 12'
NONE REQUIRED NONE REQUIRED 16' 50'

See Appendix D Street Sections

TND LIVE/WORK Distance from the Build-to Line to face-of-curb 
of the most dominant Street Edge shall be a 

minimum of 12'
NONE REQUIRED NONE REQUIRED NONE REQUIRED NONE REQUIRED

See Appendix D Street Sections

TND LIVE/ABOVE Distance from the Build-to Line to face-of-curb 
of the most dominant Street Edge shall be a 

minimum of 12'
NONE REQUIRED NONE REQUIRED NONE REQUIRED NONE REQUIRED

See Appendix D Street Sections

OTHER "LAND USES PERMITTED" FRONTING ON A COMMERICAL OR RESIDENTIAL STREET

OTHER "LAND USES PERMITTED" Distance from the Build-to Line to face-of-curb 
of the most dominant Street Edge shall be a 

minimum of 12'
NONE REQUIRED NONE REQUIRED NONE REQUIRED NONE REQUIRED

See Appendix D Street Sections


























































